In target detection of optical remote sensing images, two main obstacles for aircraft target detection are how to extract the candidates in complex gray-scale-multi background and how to confirm the targets in case the target shapes are deformed, irregular or asymmetric, such as that caused by natural conditions (low signal-to-noise ratio, illumination condition or swaying photographing) and occlusion by surrounding objects (boarding bridge, equipment). To solve these issues, an improved active contours algorithm, namely region-scalable fitting energy based threshold (TRSF), and a corner-convex hull based segmentation algorithm (CCHS) are proposed in this paper. Firstly, the maximal variance between-cluster algorithm (Otsu's algorithm) and region-scalable fitting energy (RSF) algorithm are combined to solve the difficulty of targets extraction in complex and gray-scale-multi backgrounds. Secondly, based on inherent shapes and prominent corners, aircrafts are divided into five fragments by utilizing convex hulls and Harris corner points. Furthermore, a series of new structure features, which describe the proportion of targets part in the fragment to the whole fragment and the proportion of fragment to the whole hull, are identified to judge whether the targets are true or not. Experimental results show that TRSF algorithm could improve extraction accuracy in complex background, and that it is faster than some traditional active contours algorithms. The CCHS is effective to suppress the detection difficulties caused by the irregular shape.
Introduction
Remote sensing images contain large amount of geo-graphical environmental information and have widely used in different scientific fields. Target detection (e.g., bridges, ships and aircrafts) is one of the fundamental applications in remote sensing images. It is an important basis to conduct military attack and intelligent transportation, rapidly and correctly [1, 2] . Among these targets, aircraft detection becomes a research hotspot due to its important military and traffic status [3] [4] [5] [6] [7] [8] [9] [10] [11] [12] [13] [14] . With the resolution improvement of optical remote sensing image, the abundant detail information of targets makes target detection more easily. However, some intractable obstacles, including the hugeness and complication of spatial data, changeable environment and relatively low signal-to-noise ratio (SNR), cause the low detection efficiency and accuracy.
Specifically, there are two major challenges that hinder the improvement of the detection effect: One is that how to extract targets exactly from the complex background. For this challenge, there are few systematic methods to cope with it. A suspicious target is usually extracted from the thumbnail the detection precision of the irregular shape aircraft after ROI extraction. Experiments on Google Earth images show that the proposed method is effective and robust in complex and large sense.
Detection Algorithm

A Whole Process
The proposed detection algorithm is divided into two steps, as shown in the Figure 1 . In the stage of extracting candidate area, the input image is binarized through the TRSF algorithm, and the binary image is extracted the connected region after morphological treatment. In the stage of target identification, the CCHS algorithm checks the convex hull via the corners of connected regions, and divides the targets into fragments. At last, the fragments are analyzed to confirm the targets and output the results. Figure 2 gives an intuitive illustration by an example.
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The binarization of the input image is a necessary operation before extracting the connected regions. In the Otsu's algorithm, the segmentation threshold is obtained through the gray histogram calculation based on statistical information. Such algorithm is characterized by simple, stable and effective calculations and ensures the image segmentation quality in the case of simple background. It is usually regarded as one of the most fashionable threshold segmentation algorithms. However, considering that a remote sensing image consists of numerous grey levels, it seems a difficult task to extract the ROI from such a complex image directly through Otsu's algorithm. It is found out that the aircraft luminance is usually very high through observation. So the suspected aircraft area can be background; (2) improving the detection precision of the irregular shape aircraft after ROI extraction. Experiments on Google Earth images show that the proposed method is effective and robust in complex and large sense.
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(e) (g) Figure 2 . Diagrammatic sketch of target detection process for an aircraft example. In the figure, (a) is about the input, (b) is about the binarization, (c) is regarding the extracted connected regions, (d) is for determination of corner convex hull, (e) is the segmentation effect, (f) shows each fragment, and (g) gives the final results.
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The binarization of the input image is a necessary operation before extracting the connected regions. In the Otsu's algorithm, the segmentation threshold is obtained through the gray histogram calculation based on statistical information. Such algorithm is characterized by simple, stable and effective calculations and ensures the image segmentation quality in the case of simple background. It is usually regarded as one of the most fashionable threshold segmentation algorithms. However, considering that a remote sensing image consists of numerous grey levels, it seems a difficult task to extract the ROI from such a complex image directly through Otsu's algorithm. It is found out that the aircraft luminance is usually very high through observation. So the suspected aircraft area can be The active contour algorithm, such as C-V model [17] , can effectively segment a target with a weak boundary. But the conventional C-V model has low computational efficiency with many iterations, and it is unable to process the case of many gray levels. By approaching its energy function curve to the target contour, the Region-Scalable Fitting (RSF) model [18] can segment the image with uneven intensity distribution. But such model is sensitive to the contour line. Simultaneously, the initial contour has certain effects on both the number of iterations and convergence. By combining the merits of Otsu's algorithm and RSF, this paper proposes the improved segmentation algorithm TRSF for target segmentation and extraction. The Otsu's algorithm characterizes the separating properties of both the targets and the background through the Interclass Variance, which is defined as:
where σ 2 is the variance between two classes, W a is the proportion of Class A in the image, µ a is the gray average of Class A, W b is the proportion of Class B in the image, µ b is the gray average of Class B, and µ is the overall gray average of the image. The T, which maximizes the total interclass variance σ 2 (T), is just the segmentation threshold between the minimum and maximum gray values. The segmented result is defined as level set function φ as follows.
where Ω 1 is the segmented quasi-target region, and Ω 2 is the quasi-background region. The energy function of RSF model in the level set is:
Equation (3) is composed of three terms, where L(φ) is the length of closed contour line, P(φ) is the regular term of level set, and λ i is a non-negative constant representing the weighting coefficient of every energy term. M 1 (φ) = H(φ) and M 2 (φ) = 1 − H(φ). The H(φ) is approximated to Heaviside function:
The introduced non-negative kernel function K σ is defined as:
where σ is positive scale parameter. When the closed boundary φ is not located in the two homogeneous regions, the minimum of E cannot be achieved. The variable E gets its minimal value if the contour line is on the boundary between two homogeneous regions. Therefore, the two matching functions f 1 (x) and f 2 (x) are adopted to fit the image intensity of the areas on both sides of the boundary C, which is defined as: The introduced kernel function K σ can control the boundary scalability, which makes the most of local intensity information of an image. This model segments an image with intensity inhomogeneity and could achieve relatively good segmentation results for some objects with weak boundaries. This paper employs in coarse-to-fine fashion to extract the ROIs. Figure 3 shows this process in detail as follows:
a.
Downsample the original image by a factor of 4, and then implement initial Otsu's algorithm segmentation for the low-resolution image. In this way, the complexity of computation is reduced. b.
After the completion of Otsu's algorithm, weed out small areas at first, and then process the segmented region through secondary segmentation and morphological processing at a high gray level (10%). At this point, the aircraft area can be located basically. c.
Take the segmented binary image as the local region and initial condition of active contour, define the initial level set function φ as the piecewise function containing only two function values, namely 1 and −1, and use this function to guide the curve evolution in the image. d.
Evolve the level set function through energy functionality, and search for the level set K = {x|φ(x) ≤ 0 }. When the symbol of φ(x) changes, the corresponding energy functionality will decrease so that φ(
Repeat the steps c and d, and stop the repetition when the energy functionality doesn't change any more. Finally, the segmentation result can be obtained. f.
Process the segmented binary image morphologically, and weed out small areas.
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The introduced kernel function K  can control the boundary scalability, which makes the most of local intensity information of an image. This model segments an image with intensity inhomogeneity and could achieve relatively good segmentation results for some objects with weak boundaries. This paper employs in coarse-to-fine fashion to extract the ROIs. Figure 3 shows this process in detail as follows:
a. Downsample the original image by a factor of 4, and then implement initial Otsu's algorithm segmentation for the low-resolution image. In this way, the complexity of computation is reduced. b. After the completion of Otsu's algorithm, weed out small areas at first, and then process the segmented region through secondary segmentation and morphological processing at a high gray level (10%). At this point, the aircraft area can be located basically. c. Take the segmented binary image as the local region and initial condition of active contour, define the initial level set function  as the piecewise function containing only two function values, namely 1 and −1, and use this function to guide the curve evolution in the image. d. Evolve the level set function through energy functionality, and search for the level set
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e. Repeat the steps c and d, and stop the repetition when the energy functionality doesn't change any more. Finally, the segmentation result can be obtained. f.
Process the segmented binary image morphologically, and weed out small areas. For subsequent processing, we employ the searching algorithm for 8-neighborhood connected regions to extract the connected regions from a binary image [19] . Suppose the image function is ( , ) f x y , the ( pq  )-order moment is given as: 
The area is the zero-order moment, ( , ) xy is the centroid of a connected region, and For subsequent processing, we employ the searching algorithm for 8-neighborhood connected regions to extract the connected regions from a binary image [19] . Suppose the image function is f (x, y), the (p + q)-order moment is given as:
The area is the zero-order moment, (x, y) is the centroid of a connected region, and x = m 10 /m 00 , y = m 01 /m 00 .
ROI Analysis to Confirm Target
In this section, a corner-convex-hull based segmentation (CCHS) algorithm is given. Furthermore, the new features-namely TFR and FHR-are introduced into the judgment of true targets particularly.
Corner-Convex-Hull Based Segmentation Algorithm
After the last step, many of the connected regions, which include the connected regions of the aircraft target, have been extracted by TRSF algorithm. Then we would exclude the false targets in these connected regions. The aircraft targets should be filtered in accordance with the aircraft features that we presented below. The most fundamental features, such as area and aspect ratio of the minimum external moment, are used to eliminate a large number of regions. Since the aircraft contour takes on typical geometric features, its feature points are available for target screening. With a small calculation burden and steady results, the Harris corner operator [20] is adopted. Corners are important local features of a target because they cannot only keep important shape information of a target, but also reduce redundant data of the target effectively to relieve the computation burden. Besides, corners remain invariant during transition, zooming and rotation. Thus, corner feature is the crucial basis for aircraft detection method proposed by this paper. The response value R of Harris corner points is:
where
, in which I u (x), I v (x), and I uv (x) are the partial derivatives and second-order mixed partial derivative of the gray value of image point x in the R and v directions; k is an empirical value, usually between 0.04~0.06 and we set 0.04. By setting the threshold T, a point whose response value R is bigger than T is considered as Harris corner. The detection result of target corners is shown in the Figure 4b .
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The detection result of target corners is shown in the Figure 4b . After the extraction of corners from a segmented binary image, it is found that an aircraft has five salient corners at the aircraft nose, wings and tail respectively. Convex hull [21] of these corners reveals that the convex hull of aircraft corners is a pentagon constituting only five vertexes or corners at the aircraft nose, wings and tail respectively, while other corners are located inside the convex hull, as shown in Figure 4c . Some defective corners caused by segmentation are also found inside the convex hull. Hence, some defects arising from threshold segmentation have no effects on the extraction of convex hull. The corner extraction from a binary image can also shorten the operation time. After the extraction of corners from a segmented binary image, it is found that an aircraft has five salient corners at the aircraft nose, wings and tail respectively. Convex hull [21] of these corners reveals that the convex hull of aircraft corners is a pentagon constituting only five vertexes or corners at the aircraft nose, wings and tail respectively, while other corners are located inside the convex hull, as shown in Figure 4c . Some defective corners caused by segmentation are also found inside the convex hull. Hence, some defects arising from threshold segmentation have no effects on the extraction of convex hull. The corner extraction from a binary image can also shorten the operation time.
When multiple adjacent corners overlap, the similar corners can be merged in accordance by applying the Euclidean distance to prevent one feature point from being detected as several corners. In this way, the pentagon corners for an aircraft become extremely clear. The usage of extracted corner set can greatly reduce the calculation burden in convex closure detection in a whole connected region.
The process of convex hull detection in this section is given as follows (Algorithm 1):
The process of convex hull detection in this section is given as follows (Algorithm 1): Concatenate L and U to obtain the convex hull of P. end Points in the result will be listed in counter-clockwise order.
New Features for Target Confirmation
After drawing the convex hull of ROIs, there are still some false candidates in a pentagon shape which needs to be further wed out. Here, we propose a segmentation approach that divides a connected region into several parts so that every slice can be independently analyzed to remove the false targets.
In this section, the centroid of a connected region is connected to the vertexes of convex hull to segment the region into five fragments. The shape of each fragment is a triangle which includes a part of connected region and a part of convex hull background. The new feature TFR describes the radio of the area of each target part to each triangle and the other feature FHR describes the radio of area of each triangle to the whole hull. The definitions are as follows.
Points in the result will be listed in counter-clockwise order.
where S target is the number of the pixels in a fragment whose value is 1, S f ragment is the number of pixels in every whole fragment, and S convex is the number of pixels in the whole fragment. The result of fragment segmentation is shown in Figure 5 . Moreover, Table 1 gives the features of aircraft fragments. Through the five features, an aircraft target can be identified. According to Table 1 , fragments 2 and 4 have a very small TFR of around 10%, followed by the TFR of fragments 1 and 5, which is about 70%. The TFR of fragment 3 is more than 80%, the highest among them. Some regularities can also be found in the distribution of FHR. By adopting these features, false alarms can be rejected.
The fragment features are applied to different aircraft models [22] shown in the Figure 6 , and the corresponding data are shown in the Table 2 . It is found that the two features of different aircraft models show some regularity. The pseudo color map shows the regularity more obviously in Figure 7 . According to Table 1 , fragments 2 and 4 have a very small TFR of around 10%, followed by the TFR of fragments 1 and 5, which is about 70%. The TFR of fragment 3 is more than 80%, the highest among them. Some regularities can also be found in the distribution of FHR. By adopting these features, false alarms can be rejected.
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The fragment features are applied to different aircraft models [22] shown in the Figure 6 , and the corresponding data are shown in the Table 2 . It is found that the two features of different aircraft models show some regularity. The pseudo color map shows the regularity more obviously in Figure 7 . (b) (a) Figure 6 . Different aircraft models. If the extracted aircraft is irregular, as shown in Figure 8a , the invariant moment based on symmetry will be no longer valid. The features proposed in this paper could cope with this problem. Figure 8b illustrates that the false alarm can be rejected though it also has five vertexes.
Through the SVM learning and training for a large number of remote sensing aircraft image slices, the targets can be judged accurately [23] . 
Test Process and Result
Due to the lack of standard data sets of high resolution remote sensing images for object detection, we evaluate the proposed method on 52 images from Google Earth for aircraft detection with the resolution of 60 cm/pixel. (Since we concentrates on the aircraft detection in panchromatic image, we convert the RGB Google Earth images into grayscale images for the experiments). We collect 500 positive patches from the Google Earth to train the TFR and FHR features. Simulation is done with Visual Studio 2012 in a computer with a CPU of Intel 4GHz and 32G memory to evaluate the calculation time.
Datasets and Experimental Settings
As shown in Figure 9 , we choose three representative images among the numerous images to show the application of our method. 
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Datasets and Experimental Settings
ROI Extraction
In this part, we show the result of the ROI extraction using our proposed method. According to [17] , we use the following parameters in this paper: σ = 3.0, time step ∆t = 0.1, µ = 1, and ν = 0.001 × 255 × 255. The results of the three images shown in the Section 3.1 are given in the Figure 10 .
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In this part, we show the result of the ROI extraction using our proposed method. According to [17] , we use the following parameters in this paper: Then, the segmentation algorithms of Otsu's algorithm, watershed, and C-V level set are compared with our proposed method. Figure 11 shows that the results of our method are significantly superior to some other algorithms because of its high accuracy. Table 3 shows the TRSF's operation speed is faster than conventional C-V model algorithm. Although it runs slower than the gray value threshold algorithm and watershed algorithm, the segmentation effect is obviously better than the two previous algorithms. Then, the segmentation algorithms of Otsu's algorithm, watershed, and C-V level set are compared with our proposed method. Figure 11 shows that the results of our method are significantly superior to some other algorithms because of its high accuracy. Table 3 shows the TRSF's operation speed is faster than conventional C-V model algorithm. Although it runs slower than the gray value threshold algorithm and watershed algorithm, the segmentation effect is obviously better than the two previous algorithms. 
Target Identification
After the ROI segmentation, the corners are detected and their convex hulls are drawn. Then the ROI is segmented into several fragments and the features are extracted. That we adopt the Harris points to calculate the convex hull can greatly improve the running speed compared with the method based on the whole contour. Table 4 shows the time and efficiency of convex closure detection based on the corner points and a whole contour respectively. It is evident that the detection efficiency based on the corners is higher. 
After the ROI segmentation, the corners are detected and their convex hulls are drawn. Then the ROI is segmented into several fragments and the features are extracted. That we adopt the Harris points to calculate the convex hull can greatly improve the running speed compared with the method based on the whole contour. Table 4 shows the time and efficiency of convex closure detection based on the corner points and a whole contour respectively. It is evident that the detection efficiency based on the corners is higher.
In details, the local enlarged drawing of the Figure 11c of our method in segmentation stage is shown in the Figure 12 . The irregular parts are signed by red circles. Our method can correct this defect and detect the targets successfully. Moreover, the swaying photographing image in Figure 8b can also detect accurately. The detection effect is shown in Figure 13 . In details, the local enlarged drawing of the Figure 11c of our method in segmentation stage is shown in the Figure 12 . The irregular parts are signed by red circles. Our method can correct this defect and detect the targets successfully. Moreover, the swaying photographing image in Figure 8b can also detect accurately. The detection effect is shown in Figure 13 . 
Conclusion Remarks of Simulations
After the results of target detection output, we evaluate the performance metrics in terms of precision and recall, denoted as P and R [24] . The precision is aimed to maximize the target detection without missing any target, so the detection rate is the most important criterion in the detection result assessment. The recall is the percentage of false targets in the detection results. The lower the false alarm rate is, the better the algorithm is. As we can see in Table 5 , A is the number of images correctly In details, the local enlarged drawing of the Figure 11c of our method in segmentation stage is shown in the Figure 12 . The irregular parts are signed by red circles. Our method can correct this defect and detect the targets successfully. Moreover, the swaying photographing image in Figure 8b can also detect accurately. The detection effect is shown in Figure 13 . 
After the results of target detection output, we evaluate the performance metrics in terms of precision and recall, denoted as P and R [24] . The precision is aimed to maximize the target detection without missing any target, so the detection rate is the most important criterion in the detection result assessment. The recall is the percentage of false targets in the detection results. The lower the false alarm rate is, the better the algorithm is. As we can see in Table 5 , A is the number of images correctly 
After the results of target detection output, we evaluate the performance metrics in terms of precision and recall, denoted as P and R [24] . The precision is aimed to maximize the target detection without missing any target, so the detection rate is the most important criterion in the detection result assessment. The recall is the percentage of false targets in the detection results. The lower the false alarm rate is, the better the algorithm is. As we can see in Table 5 , A is the number of images correctly classified as having airports, B denotes the number of images wrongly classified as having airports, and C represents the number of images wrongly classified as having other objects. P and R are respectively defined as:
In order to verify the proposed method has a positive impact on aircraft detection, a wide range of tests are conducted on a large number of images involving 312 aircrafts in total. In comparison, a method based on size and Hu moments multi-normal features and a method based on HOG-SVM are used as comparison. All of the methods extract the ROIs using our first stage method and then validate the results in different features. In addition, the method in [10] is also used as comparison to evaluate the proposed method. The recall and precision of the four different methods in total are listed in Table 6 . According to the table, it is obvious that the algorithm proposed by this paper has a better detection effect with higher recall and precision. However, the average processing time is not small, mainly because of the iteration of energy function method used for ROI extraction. Overall, the proposed method is effective and robust. And there is room to improve the processing speed, although it is much better than traditional method. The compare result is illustrated in Figure 14 by using precision-recall curves. At last, a result image is given in Figure 15 for exhibition. classified as having airports, B denotes the number of images wrongly classified as having airports, and C represents the number of images wrongly classified as having other objects. 
In order to verify the proposed method has a positive impact on aircraft detection, a wide range of tests are conducted on a large number of images involving 312 aircrafts in total. In comparison, a method based on size and Hu moments multi-normal features and a method based on HOG-SVM are used as comparison. All of the methods extract the ROIs using our first stage method and then validate the results in different features. In addition, the method in [10] is also used as comparison to evaluate the proposed method. The recall and precision of the four different methods in total are listed in Table 6 . According to the table, it is obvious that the algorithm proposed by this paper has a better detection effect with higher recall and precision. However, the average processing time is not small, mainly because of the iteration of energy function method used for ROI extraction. Overall, the proposed method is effective and robust. And there is room to improve the processing speed, although it is much better than traditional method. The compare result is illustrated in Figure 14 by using precision-recall curves. At last, a result image is given in Figure 15 for exhibition. 
Conclusions
In summary, a novel method has been proposed in two steps to settle the problem of low aircraft detection precision in high-resolution panchromatic optical remote sensing images. First of the two steps, an improved RSF algorithm has been suggested to solve ROI extraction difficulty in complex background. Then, a corner-convex-hull based segmentation algorithm has been introduced to solve the aircraft shape irregularity problems. The new features, target-to-fragment radio (TFR) and fragment-to-hull radio (FHR), have been constructed to take into the false targets elimination. The performance has been evaluated and validated in terms of precision and recall using the images from Google Earth. As a conclusion, it can be observed that the proposed method is tractable to be built and implemented to improve the accuracy.
The further research is underway in the following two directions.

It is of interest to extend the complex remote sensing background of the target extraction from the aircraft mutatis mutandis to other targets by introducing new feature descriptors, for instance vehicles or marine vessels.
We are interested in how to combine the panchromatic with multi-spectral information to detect the aircraft target. It is promising to use the high resolution of panchromatic images and the different reflectivity of different spectral bands for different objects to accurate detect targets. 
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